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AdraPAVE™LeMode® 

PATTERNS Features

›   �Bevels on four sides creates a smart, neat look

›   Easy to handle

›   �Great for mower strip or garden edging

COLOURS

Courtyards

Footpaths

Pools

Suitable For:

AdraPAVE™

200 x 100 x 40mm

No. per pallet: 600

No. per m²: 50
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AdraPAVE™ Pebble AdraPAVE™ Sandstone

Charcoal Ivory PebbleCanyon Sandstone



Easy Pave 

Features

›   �Large format DRIVEWAY safe paver

›   �Bevels on four sides creates a smart, neat look

›   Affordale DIY paver

COLOURS

PATTERNS

Note: All colours made to order - please 
allow 8-12 weeks lead time for manufacture. 
A minimum order quantity applies.

Designed for driveway applications this versatile paver 
is also a great option for outdoor entertaining areas, 
stepping stones and many other paving projects.

Easy Pave

300 x 300 x 50mm

No. per pallet: 160

No. per m²: 11.1

Courtyards

Footpaths

Pools

Domestic Driveways

Suitable For:
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Easy Pave Charcoal
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Bevel Line Unique and durable, these pavers can be used in a 
number of patterns to create a distinctive cobblestone 
effect. If you are seeking a low maintenance option for 
your paving project...these tick all the boxes.

PATTERNS

Features

›   Unique and durable driveway paver

›   Low maintenance

›   Easy to handle

COLOURS

Bevel Line

230 x 115 x 53mm

No. per pallet: 600

No. per m²: 38

Courtyards

Footpaths

Pools

Domestic Driveways

Suitable For:

CharcoalCanyon

Note: Other colours 
are made to order 
on client request*
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Bevel Line Canyon Bevel Line Canyon



Quantity of Pavers Required Estimating Materials Required

Measure your area to be paved to determine quantity 
of pavers required. This area is simply calculated by 
length (m) x width (m) = area (m²) for basic square or 
rectangular spaces (m=metres).

4m x 3m = 12m²

Area Total (4m x 6m) + (3m x 5m) + (3m x 4m) = 51m²

For triangular area:

½ x base (m) x height (m) = area (m²)  
e.g. ½ x 5m x 4m = 10m²

4m

1m

1m

3m

3m

4m

6m 5m 4m

3m AREA

BOTTOM LAYER: ROAD BASE

A base layer of road base will create a firm foundation for the 
paving. Spread road base around the entire area to a total 
depth of 100 to 150mm in 50mm layers compacting between 
the layers for driveways or 50mm to 80mm for pathways.  
1 cubic metre will cover 9m² when compacted to 100mm.  
1 cubic metre will cover 18m² when compacted to 50mm.

_______ m² (area) x 0.1 = __________m³  ROAD BASE

MIDDLE LAYER: BEDDING SAND

Lay bedding sand evenly over the area to a depth of 40mm. 1 
cubic metre will cover approximately 20m² to a depth of 40mm.

__________ m² x 0.04 = __________ m³  BEDDING SAND  
(The area your are paving) to a depth of 40mm.

TOP LAYER: PAVER JOINT FILLING SAND

When you lay pavers it’s recommended that you leave a 2-3mm 
gap between pavers, joint fill sand is broomed into the gaps.  
A 20 kg bag should cover between 20-30 m² at the 
recommended 2-3mm gap.

RESTRAINING EDGE: PRE-BAGGED CEMENT 	
AND SAND MIX

To keep all the pavers securely in place you need to make 
concrete restraints around the edge of your pavers. You can 
easily make this with a mixture of concrete block and cement.  
1 cubic metre of concrete will cover 20 linear metre of restraint 
and 6 bags of cement are needed to make 1 cubic metre of concrete.

__________m/0.005 = __________m³  CONCRETE BLEND 
(Length of restraint are you’ll need around paved area)

__________ m³ x 6 = __________  BAGS OF CEMENT  
(Concrete blend)

Allow up to 10% extra for wastage 
such as cuts & breakages.

4m

5m
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Paver

40mm Bedding Sand

50 - 80mm Road Base (Pathway)  
or 100 - 150mm Road Base (Driveway)

Paver

40mm Bedding Sand

50 - 80mm Road Base (Pathway)  
or 100 - 150mm Road Base (Driveway)

Paving

Handy Hints
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STEP 1  -  PREPARE THE SITE

Prepare an area larger than the paved area required. 
Clear area of all vegetation, bark and soft soils. Check 
that finished height is not going to be higher than a 
nearby door opening.

 
STEP 2  -  LAY A FOUNDATION

Lay certified road base and compact with a plate 
compactor. If the road base if very dry add a little water. 
If thicker than 1mm compact in layers (55-75mm for a 
walkway, 150-200mm for a drive way), if laying on clay 
or fine sand use geo-fabric first.

 
STEP 3  -  BEDDING SAND

The most common bedding type sand used is  
washed medium or course sand. A minimum 30mm 
layer is recommended. Level and compact this  
bedding sand layer.

STEP 4  -  SCREEDING BEDDING SAND

Using a screed level an area to start from. For larger 
areas, break them up into smaller areas that are easier 
to manage. Lay a screed rail on your prepared area and 
using it as a guild screed at 90° allowing for a slight fall 
so the water will run away from your house toward the 
lawn or garden. Lay the screed rails where you have 
just prepared. Place the screed on the rails and using a 
sawing motion pull the screed towards you. For larger 
areas just repeat the process.

STEP 5  -  START PAVING

Set up a string line to suit the pattern you are going to 
lay and start laying along the longest straight edge of 
area. Leave a 2-4mm gap between the pavers to allow 
for gap sand.

STEP 6  -  EDGING

Unless your paving is getting laid up against a house 
or slab, an edge restraint must up put in. See diagram 
example for two options.

EDGE RESTRAINT: EXAMPLE 1 
Using the left over sand, mix with cement at a 4:1 ratio.

EDGE RESTRAINT: EXAMPLE 2 
Create a cement beam approx. 100mm in from the edge 
of the paver. Sprinkle the beam with neat cement and 
lay the paver on the beam. This will lock the paver to 
the beam giving you a high quality edge ideal for the 
garden or grass to grow up to.

STEP 7  -  SWEEP IN THE SAND

Always use kiln dried sharp gap sand. Sweep the gap 
sand over the dry paving, ensuring that all the little 
gaps are filled.

STEP 8  -  PACK IT IN

Pavers with a thickness of 50mm or greater need to 
be compacted with a plate compactor (whacker plate). 
Always remember to use a rubber mat or carpet under 
the place compactor to prevent damage to the pavers. 
For pavers with a thickness of 40mm the surface can 
be hand compacted with thick piece of timber and a 
rubber mallet.

Paving

How To Lay



›   �Frequent sweeping with a bristled broom to keep 
area free of debris.

›   �It is recommended sealing concrete pavers after 
installation. Two options are available – a topical wet 
look sealer or a penetrating sealer. Sealing products 
recommended are from Environex International - 
www.environex.net.au

›   �If constructing in and around the paved area, cover 
the pavers to protect against damage.

›   �Protect your pavers against possible staining from 
mortar, oxides, cement and rust.

›   Do not use acid to clean pavers.

›   �Avoid using high pressure cleaning apparatus to 
clean pavers.

›   �Joint maintenance - Any loss of sand in the joints 
must be promptly rectified. Repeat STEP 7 of the 
‘How to Pave’.

›   �Control weeds by periodic applications of weedicide. 
Best results will be achieved in dry weather conditions.

Routine cleaning will keep your project in pristine 
condition, however should staining occur 	
- follow these simple steps:

›   ���Identify type of stain carefully before taking action.

›   �Assess the efficacy of the cleaning compound  
or procedure by a trial on a small inconspicuous 
area of the pavement.

›   �Remove the worst stains first.

›   �Where abrasives, detergents or chemicals are used, 
ensure that all residues are immediately removed.

›   �If constructing in and around the area, cover the wall  
to protect against damage.

›   �Protect your retaining wall against possible staining 
from mortar, oxides, cement and rust.

›   �Do not use acid to clean retaining wall.

Routine cleaning will keep your project in pristine 
condition, however should mould growth occur 	
– follow these simple steps:

Initially try wet brush cleaning with warm water and 
household detergent or high pressure water blasting 
(ONLY use fan jet) with or without detergent or use ordinary 
bleach diluted down as per specifications then scrub with 
stiff brush. Make sure this area is flushed down with water.

EFFLORESCENCE

The most common cause of concrete product 
discolouration is efflorescence. It is a transitory occurrence 
and will usually disappear in time under abrasion by 
pedestrian and vehicular traffic and general weathering. 
Efflorescence does not affect the structural integrity or 
strength of the product. Efflorescence will usually diminish 
and disappear in the course of time as the product is exposed 
to the elements. Efflorescence may be removed by stiff brush 
or the application of Anti-Eff (Environex International product) 
– Read suppliers instructions before use.

PAVERS RETAINING WALLS

Pre-sealing admixtures are incorporated during the manufacture of these products. These admixtures 
significantly enhance waterproofing and assist in maintaining the appearance of your blocks for years to come.

PROBLEM SUGGESTED CLEANING METHOD

Efflorescence 
(White powdery 
deposit)

Use Environex Anti-EF or 
equivalent as per manufactures 
recommendation.

Leaves, bark, algae, 
food and wine stains

Use 10 parts water to 1 part bleach,  
then wash thoroughly down.

Chewing gum Freeze with dry ice and remove with  
a spatula.

Ivy suckers Apply a heat gun to the suckers 
until they go hard. Allow them to 
cool and dry, then scrub them off 
with a stiff bristled broom.

22

IMPORTANT INFORMATION 

Light coloured blocks emphasise tyre marks and oil 
spills on the driveway. It must be accepted that these 
products will need more maintenance if the overall 
appearance is to be maintained.

How to maintain your project

Prevention is better than a cure
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“The reliability and customer 
service was excellent. I would 

definitely recommend.”
- Brent, Sunshine Coast

Notes & Sketches



TrendStone® Fraser Coral LedaPAVE™ Charcoal

P   1300 781 620

F   07 4121 7170

E  sales@apexmasonry.com.au

17 Industrial Avenue	
Maryborough Q 4650

apexmasonry.com.au

FREE PALLET COLLECTION
For free pallet collection service call  
1300 781 620 or lodge a pick up online at  
www.apexmasonry.com.au or drop 
pallets back to place of purchase.

BayRidge®, Trendstone®, LeMode®, 
Leda™, Sierra®, Centro®, Cosmo™, 
Adra™, Classic Wall®, Colonial Stone®, 
Quikblock® and MaxiPave® are registered 
Trademarks.

COLOUR VARIATION
Due to the changes in raw material, 
variation in colour can occur. When 
ordering your product, order all products 
of your project together to reduce the 
possibility of colour variation. We do not 
guarantee different batches will be the 
same colour.


